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Dimensions — EJ250 & EJ500
General Purpose (O-Ring) Ejector
250 & 500 PPD (5 & 10 kg/h)
Chlorine & Sulfur Dioxide

Notes:
1. Maximum back pressure 140 psig (10 bar)
2. Weight: 3 lbs. (1.5 kgs)
3. Material: High impact plastic
4. Dimensions = Inches [Millimeters]
5. Dimensions for reference purposes. Engineering drawings available upon request.

yticapaC

snoitcennoC
snoisnemiD

muucaV
eziSgnibuT

telnI teltuO

eziS rebmuNtraP eziS rebmuNtraP A B C

DPP052
)h/gk5(

"8/5,"2/1 TPN"4/11 781-E TPN"4/11 981-E ]032[9 ]05[2 ]08[61/33

esoH"2/11 091-E esoH"2/11 881-E ]562[61/701 ]511[8/54

DPP005
)h/gk01(

"8/5 TPN"4/11 781-E TPN"4/11 981-E ]032[9 ]05[2 ]08[61/33

esoH"2/11 091-E esoH"2/11 881-E ]562[61/701 ]511[8/54



122.3014.4 - 2 -
10/07

Represented by:
Design improvements may be made without notice.

Severn Trent Services
3000 Advance Lane Colmar, PA 18915

Tel: 215-997-4000  •  Fax: 215-997-4062
Web: www.severntrentservices.com
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